
 

CHN-MF12H

CHN-MF12H

Low threshold in investment Low energy consumptionLow maintenance cost with simple machine

· 12 feeds single jersey electronic circular 
knitting machine with one needle by needle
selection on each feed (con�guration with 12
actuators).
· Could achieve terry and tuck stitch with high
quality.

BRIEF 简介

投资门槛低 设备简单，维护成本低 耗能低

· 12路单面电子提花针织圆机，每路1个选针点（配置

12只选针器）。

· 可编织高质量的毛圈和集圈组织。

CHN-MF12H



Standard Configuration
标准配置

Optional Configuration
可选配置

Technical Specifications
技术规格

Application
应用

Machine Gauge 机号（E） E24，E26，E28

No. of feeders 路数

Diameter 筒径

- 12 sets needle by needle WAC actuators with 16 level
selection
- Terry knit: could knit true terry stitch
- Mechanical take-down device
- 27sets Cixi Sun yarn sensor
- Programming software:Hengqiang software
- 7” colored screen

- 12套16级WAC选针器
- 毛圈装置：可编织真毛圈
- 机械式牵伸装置
- 27套慈溪太阳洲断纱感应器
- 打样软件：恒强软件
- 7”彩屏

- LGL MINI yarn feeder
- Cixi Sun SJF yarn feeder
- BTSR Ultrafeeder yarn feeder
- Jiagu actuator

The machine allows production of underwear, outwear,
sportswear and so on.

- Max. speed (rpm):
  Speed factor:diameter  (inch)×rpm
  From 13”-all guages: 1120 (13”-85rpm)
- Selction: 
  One WAC actuator per feed (16-level)
- Yarnfinger: 4 yarnfingers each feed 
  (one of them with 3 technical way)
- Main motor: 3KW
- Power supply: 400V, 50Hz
- Compressed air: 50 liter/min, 6Bar
- Weight: About 700KG

- LGL MINI 输纱器
- 慈溪太阳洲 SJF 输纱器
- BTSR Ultrafeeder 输纱器
- 佳谷选针器

可用于生产内衣、外衣、运动服等。

- 最高转速（转/分钟）：
  速度因子：筒径（英寸）×转速
  13”及以上-全机号：1120（13“-85转/分钟）
- 选针器：
  每路1个16级WAC选针器
- 纱嘴：每路4个纱嘴
  （其中一个纱嘴具备三工位编织）
- 主马达：3KW
- 电源：400V, 50Hz
- 压缩空气：50升/分钟，6Bar
- 重量：约700公斤

声明：宣传单中的所有信息仅作参考，圣东尼公司有权先行修改。请联系圣东尼（上海）销售部查询完整配件清单。

Disclaimer：All features in the brochure are for information only and subject to change without any prior notice. For a complete list of configuration, please contact  Santoni Shanghai sales network. 

2016 V01

13 14 15

12

16 17


